
Seitz Pilot Valves for Diesel and Gas Engines   

Efficient starting process 

by reliable technology.

Our Technology 	 Your Benefits

M	 Robust construction	 M	 Durable operation under heavy vibration

M	 Special designed seats/seals	 M	 Safe operation at high ambient temperatures

M	 Longer maintenance intervals	 M	 Higher economic efficiency 

M	 Hard coated surface	 M	 Protection to corrosion and mechanical stress

Seitz offers individually optimised pilot valves for several 
starting systems of two stroke engines. These pilot valves 
control the start valve of each cylinder individually and 
support the slow turn function as well. 
Three variants are available:

M	 5/2-way pilot controlled pneumatic valve
M	 5/2-way electro pneumatic valve
M	 3/2-way electro pneumatic valve



Seitz Pilot Valves for Diesel and Gas Engines

Media	 Compressed air according 	ISO 8571.1	
	 - Particles		  Quality 5
	 - Pressure of dew point	 Quality 5
	 - Oil content		 Quality 3

Ambient 
temperature 	 - 20°C …+65°C
	
Leckage	 External	 0 Nl/h
	 Internal	 <=0.12 Nl/h

Material	 Valve body	 Aluminium anodised
	 Piston	 Brass
	 Seals	 FPM (Viton)

Mounting position	 Arbitrary

Function	 5/2-way 	 5/2-way	 3/2-way
	 pneumatic valve	 electro 	 electro
		  pneumatic valve	 pneumatic valve

Dimension LxWxH	 122 x 61 x 88.5 mm	 122 x 61 x 177 mm	 51x51x159 mm
			   (1116 o.H/41)
			   61x61x175 mm 
			   (755 o.H/41)

Valve type	 603/41	 290 o.H/41	 1116 o.H/41
			   755 o.H/41

Seitz Art.-No.	 123.211.00	 128.018.00	 127.447.00
			   191.875.00

Operating pressure	 0…40 bar	 5…32 bar	 5…32 bar

Pilot controlled with	Second medium 	 Own medium	 Own medium
	 > P – min. 2 bar
DN	 10 mm	 10 mm	 7, 10 mm

Connection	 Port no. 1,2,3,4,5 	 Port no. 1,2,3,4,5	 Port no. 1,2,3
	 – Flange	 – Flange	 – Flange

	 Port no. 8 – G1/4” 	 Port no. 6 – G1/8”	 Port no. 6 – G1/4”

Flow rate	 Kv 2,3 m3/h	 Kv 2,3 m3/h	 Kv 1,1 m3/h 
			   (DN 7 mm) /
			   Kv 2,3 m3/h 
			   (DN 10 mm)

Solenoid		  Type 1-A-27	 Type 2-A-27
		  24V DC, 8 Watt 	 24V DC, 11 Watt
		  - 20°C….+60°C 	 - 20°C….+60°C
		  IP 54	  IP 54

Seitz Art.-No. 		  118.000.024P	 118.100.024N
			 
Electrical Connector		 Type M20x1.5 	 Type M20x1.5 
		  according 	 according
		  EN 175 301-803 	 EN 175 301-803
		  Form A – 2-pole	 Form A – 2-pole

Seitz Art.-No.		  113.594.01	 113.594.01

Headquarters
Eugen Seitz AG
Spitalstrasse 204
CH-8623 Wetzikon
Phone +41 44 931 80 80
www.seitz.ch
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