
Seitz Prechamber Valves for Fuel Distribution Systems

Short response t ime 

and long l i fet ime.

Seitz prechamber valves are specially designed 
for fast injection in gas engines. 
This prechamber valve can also be used as main 
injection valve in engines up to 400 kW. 

Our Technology 	 Your Benefits

M	 Robust construction	 M	 Durable operation under heavy vibrations

M	 Special designed seat/seal	 M	 Safe operation at high ambient temperatures

M	 Direct acting valve technology	 M	 Reliable even at high switching frequencies

M	 Different electrical installation options	 M	 More flexible in various systems 

M	 Simple connection technology 	 M	 Reduce maintenance and service costs	

	 by bayonet nut connector



Seitz Prechamber Valves 

for Fuel Distribution Systems

Function	 2/2-way solenoid valve NC

Operating  pressure	 0…4 bar

DN	 1,8 mm

Connection	 Bayonet nut connector

Material	 Valve body 	 Stainless steel
		  Nozzle 	 Stainless steel
		  Seals	 FKM 14-85

Mounting position	 Arbitrary

Media	 Natural gas or 
		  Compressed air according ISO 8571.1

Ambient  temperature	 - 20°C …(+60/100°C)

Flow rate	 0.11 m3/h

Leckage	 External 	 0 Nl/h
		  Internal 	 <0.12 Nl/h

Solenoid	 24V DC 
		  +10% -15%, 40 Watt

Response time	 Close to fully open 3 ms
		  Open to fully closed 3 ms

Expected life time	 >= 500 million cycles

Order Information	 Seitz 	 Construction	 Seitz	 Weight
	 Type		  Art.-No. 

	 2671	 Bosch Car Connector	 126.348.00	 0.30 kg
	 2671C	 Cable 1500 mm length	 157.069.00	 0.34 kg
	 2671S	 Cable 280 mm/Canon Con.	 167.362.00	 0.70 kg
	 2671S	 Cable 540 mm/Canon Con.	 183.473.00	 0.80 kg

Headquarters
Eugen Seitz AG
Spitalstrasse 204
CH-8623 Wetzikon
Phone +41 44 931 80 80
www.seitz.ch
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